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Taipei, Taiwan – March 18th, 2010,

Amigo Technology Inc., listed on the Taiwan Stock Exchange in 2003, manufactures WAN, LAN, mobile Internet, and media devices.  The business 
strategy is providing high quality, and unique design for Telecommunication company, service integrators or any other Brand company. For knowing 
further about Amigo’s products, please visit to www.amigo.com.tw.

About Amigo Technology Inc. 

GS500w/GS800w provide user a power-saving solution to 
increase the network speeds up to 1000 Mbps 
To meet the growing bandwidth demands from various networking applications, 
GS500w/GS800w, 5-Port/8-Port Gigabit Ethernet switch are specially designed 
for daily networking in SOHO and small enterprises. 

10Gbps(GS500w)/16Gbps(GS800w) internal switching capability, the GS500w/ 
GS800w integrate 4K MAC address table and provides 1Mbits buffer memory to 
handle large amounts of data in the demanded networking environment today. 

More than these, with built-in Green Ethernet technology, GS500w/GS800w save 
up to 40% power consumption than traditional switches, still remain superb  
performance.

The GS500w/GS800w introduce two cutting-edge Green Networking technologies:

• Link Down power saving

• Intelligent scales power based on cable length

The Link Down power savings will lower power consumption on a specific port 
when it is not connected. With this new technology, the GS500w/GS800w will 
automatically adjusts power usage to be shutdown or not connected to network 
device.

Another Green Ethernet technology, intelligent scales power, GS500w/GS800w 
will actively detect the cable length and determines appropriate power level based 
on cable length.  Via assistance from the Green Ethernet technology, power 
consumption can be saved up to 40% than the traditional Ethernet switch, which 
reduces TOC in network deployment, also makes a significant contribution to 
clean environment, and energy saving.

Designed for Max. performance for 
everyday network access

10 times faster than traditional Fast 
Ethernet

Cable length detection, energy-saving, 
Green Ethernet technology 

Plug-n-Play, simple, ease-of-use 
network upgrade solution for 
10/100Mbps network

Non-blocking, superb network perfor-
mance, store and forward switching 
architecture 

Max. 9.6KB Jumbo Packet support
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SPECIFICATIONS

Description & Model No

5-Port Gigabit Ethernet Switch: GS500w
8-Port Gigabit Ethernet Switch: GS800w

Network Standard

IEEE 802.3 10Base-T Ethernet
IEEE 802.3u 100Base-TX Fast Ethernet
IEEE 802.3ab 1000Base-T Gigabit Ethernet

Ethernet Ports 

5 Copper Ports: 10/100/1000Mbps Gigabit ports 
8 Copper Ports: 10/100/1000Mbps Gigabit ports 

Switch Mode

Store and Forward

Data Transfer Rate

Ethernet:
10Mbps (half duplex)
20Mbps (full duplex)

Fast Ethernet:
100Mbps (half duplex)
200Mbps (full duplex)

Gigabit Ethernet:
2000Mbps (full duplex)

Flow Control

Support 802.3x full duplex Flow Control
Support Backpressure Flow Control in half-duplex mode

Jumbo Frame

Support packet length 9216 bytes jumbo frame packet forwarding 
at wire speed

MAC Address Table

4K

Packet Buffer Memory 

GS500w: 384K bits
GS800w: 832K bits

Operation Requirement

Operation Temperature: 0°~45°C (32°~113F)
Storage Temperature: -40°~80°C (-40°~176°F)
Humidity: 10%~90% Non-condensing

Dimension: 

GS500w: 118 x 70 x 25 mm (4.64 x 2.75 x 0.98 inches)
GS800w: 145 x 85 x 25 mm (5.70 x 3.34 x 0.98 inches)

LED Indicators: 

Power LED x 1
GS500w: Port LED two color x 5 for Ethernet Speed/Link/Activity status
GS800w: Port LED two color x 8 for Ethernet Speed/Link/Activity status
 

Green Ethernet Function

Link On Various Cable Length Power Saving
Link Down Power Saving
30%~50% Power Consumption Saving

External Power Supply: 

GS500w: DC 5V/ 1A

GS800w: DC 5V/ 1.2A

PHYSICAL SPECIFICATIONS

CERTIFICATION

FCC

CE
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